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MOTOR HDMI IR EYE

Mount:
Power supply: 12 V DC - 1.5A

Idle: 336 mW
Adapter:

Supply: 100-240 V AC - 0.3 A
Idle: 75 mW

POWERRS-232 UTP

TVM 7675 PRO TVM 7675 & 7675 PRO
T472973 01Note: This document and specifications herein are confidential and the exclusive property of Vogel's Products b.v. Neither this design nor any information 

contained in this drawing may be reproduced or disclosed to others without written consent of Vogel's Products b.v. The design and information will not be 
reproduced, copied or used, either in part or in its entirety, as the basis for the manufacture or sale of items without written permission.
Warning: Please study all instructions and illustrations carefully before installation. 
Information in this document is subject to change without further notice.

Product data sheet
12-03-21

Dimensions in mm [inch]
DATA SHEET TVM 7675 (PRO)

Product data sheet

1016 [40] - 1956 [77]
35 kg / 77,2 lbs

100-400 x 200-600 (VxH)

Screen mounting kit:
TVM SCREEN MOUNTING KIT D

TVM WALL MOUNTING KIT E
Wall mounting kit:

Screen sizes:
Max weight:

VESA:

Connectors Power Adapter:
POWER ADAPTER 12V 3A CONNECTOR TYPE A
POWER ADAPTER 12V 3A CONNECTOR TYPE F

POWER ADAPTER 12V 3A CONNECTOR TYPE G
POWER ADAPTER 12V 3A CONNECTOR TYPE I
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